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MENU FLOWCHART

MAIN MENU SUB MENU
Used to save the Vehicle stock Change the Tire Size diameters in
SAVE STOCK CAL Calibration — some vehicles do NOT Revs Per Mile, Ignition should be in
support this function. the ON position. Programs the IPC.

HEHROMALLDE (G | Used to LOAD the performance

calibrations, number of calibrations

depends on vehicle type.
RETURN TO STOCK
Used to return vehicle back to stock
Change the Axle Ratio, Ignition
should be in the ON position.
Programs the BEM.
PROGRAMMING
Displays device Serial Reads Diagnostics Fault Codes
Number, VIN, Engine Type
and Strategy of vehicle.
CONTINUE CLEARCODES
MODULE INFO
READ DTCS
Clear KAM
Clear Adaptive KAM
CLEARDTCS Crank Relearn
[ d
MyCalibrator KoEo
DIAGNOSTICS & TOOLS KOER
SERVICE FUNCTIONS
Trans Relearn
CVN Read
TIRE/GEAR ADJUST
DATALOGGING TIRE CHANGES
GAUGES
GEAR CHANGES
DATALOG
ABOUT DEVICE
Selectable Live Data from
Displays the Device Info ECU /TCM/IPC / BEM
Firmware Revision
SETTINGS
BRIGHTNESS START RECORDING
SAVE SETTINGS Adjusts Brigthess of the
backlight STOP RECORDING
CONTACTS Saves Device & Gauge
Settings SELECT DATALOGFILE
Dealer Website: http://www.bptmotorsport.com.au Selectable Live Data from ECU / TCU / IPC / BEM NOTES:
Dealer Email: sales@bptmotorsport.com ENGINE > EOM, 0 = Normal Engine Operation, 2 = DPF Regeneration in Progress, 8 = Engine Start Condition, 9 = Engine Warmup Mode — switches to mode 0 at ECT 70 deg C.
Facebook @BPT Motorsport EGT > EGRT_MAN = Exhaust Gas Temperature from Manifold.
Messenger @ BPT Motorsport DPF > DPF_LOAD = Actual Soot Load over Catalyst, DPF_LOAD_LD = Accumulated PCM logic Load.

Telephone: 08 9302 3415
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